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processor must be replaced at periods 
not to exceed three months. 

(4) After replacement, each personnel 
dosimeter must be processed as soon as 
possible. 

(b) Direct reading dosimeters such as 
pocket dosimeters or electronic per-
sonal dosimeters, must be read and the 
exposures recorded at the beginning 
and end of each shift, and records must 
be maintained in accordance with 
§ 34.83. 

(c) Pocket dosimeters, or electronic 
personal dosimeters, must be checked 
at periods not to exceed 12 months for 
correct response to radiation, and 
records must be maintained in accord-
ance with § 34.83. Acceptable dosimeters 
must read within plus or minus 20 per-
cent of the true radiation exposure. 

(d) If an individual’s pocket chamber 
is found to be off-scale, or if his or her 
electronic personal dosimeter reads 
greater than 2 millisieverts (200 
millirems), and the possibility of radi-
ation exposure cannot be ruled out as 
the cause, the individual’s personnel 
dosimeter must be sent for processing 
within 24 hours. In addition, the indi-
vidual may not resume work associated 
with licensed material use until a de-
termination of the individual’s radi-
ation exposure has been made. This de-
termination must be made by the RSO 
or the RSO’s designee. The results of 
this determination must be included in 
the records maintained in accordance 
with § 34.83. 

(e) If the personnel dosimeter that is 
required by paragraph (a) of this sec-
tion is lost or damaged, the worker 
shall cease work immediately until a 
replacement personnel dosimeter meet-
ing the requirements in paragraph (a) 
is provided and the exposure is cal-
culated for the time period from 
issuance to loss or damage of the per-
sonnel dosimeter. The results of the 
calculated exposure and the time pe-
riod for which the personnel dosimeter 
was lost or damaged must be included 
in the records maintained in accord-
ance with § 34.83. 

(f) Dosimetry reports received from 
the accredited NVLAP personnel do-
simeter processor must be retained in 
accordance with § 34.83. 

(g) Each alarm ratemeter must— 

(1) Be checked to ensure that the 
alarm functions properly (sounds) be-
fore using at the start of each shift; 

(2) Be set to give an alarm signal at 
a preset dose rate of 5 mSv/hr (500 
mrem/hr); with an accuracy of plus or 
minus 20 percent of the true radiation 
dose rate; 

(3) Require special means to change 
the preset alarm function; and 

(4) Be calibrated at periods not to ex-
ceed 12 months for correct response to 
radiation. The licensee shall maintain 
records of alarm ratemeter calibra-
tions in accordance with § 34.83. 

[62 FR 28963, May 28, 1997, as amended at 65 
FR 63751, Oct. 24, 2000] 

§ 34.49 Radiation surveys. 
The licensee shall: 
(a) Conduct surveys with a calibrated 

and operable radiation survey instru-
ment that meets the requirements of 
§ 34.25. 

(b) Using a survey instrument meet-
ing the requirements of paragraph (a) 
of this section, conduct a survey of the 
radiographic exposure device and the 
guide tube after each exposure when 
approaching the device or the guide 
tube. The survey must determine that 
the sealed source has returned to its 
shielded position before exchanging 
films, repositioning the exposure head, 
or dismantling equipment. 

(c) Conduct a survey of the radio-
graphic exposure device with a cali-
brated radiation survey instrument 
any time the source is exchanged and 
whenever a radiographic exposure de-
vice is placed in a storage area (as de-
fined in § 34.3), to ensure that the 
sealed source is in its shielded position. 

(d) Maintain records in accordance 
with § 34.85. 

§ 34.51 Surveillance. 
During each radiographic operation 

the radiographer, or the other indi-
vidual present, as required by § 34.41, 
shall maintain continuous direct visual 
surveillance of the operation to protect 
against unauthorized entry into a high 
radiation area, as defined in 10 CFR 
part 20 of this chapter, except at per-
manent radiographic installations 
where all entryways are locked and the 
requirements of § 34.33 are met. 
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